PROFIL RESISTIVITAS 2D OUTPUT SOFTWARE RES2DINV 3.54 (Sebelum Proses Interpretasi Litologi)
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Gambar 5. Profil resistivitas batuan bawah permukaan 2D pada lintasan NWT-01 hasil pemodelan menggunakan Res2Dinv 3.54
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Gambar 6. Profil resistivitas batuan bawah permukaan 2D pada lintasan NWT-02 hasil pemodelan menggunakan Res2Dinv 3.54
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Gambar 7. Profil resistivitas batuan bawah permukaan 2D pada lintasan NWT-03 hasil pemodelan menggunakan Res2Dinv 3.54

[image: image4.png]Model resistivity with topography
Elevation Iteration 4 RMIS error = 118

300700 200 800 120 160
20
200
15.0
10.0
5.00
0.0

EO0 o e o e ) - - -

233 380 618 101 164 267 435 708
Resistity in ohm m

Unit Electrode Spacing = 5.00 m.
Horizontal scale is 32.13 pixels per unit spacing

Vertical exaggeration in model section display = 0.74

First electrode is located 2t 0.0 m.

Last electrode is located at 200.0 m.




Gambar 8. Profil resistivitas batuan bawah permukaan 2D pada lintasan NWT-04 hasil pemodelan menggunakan Res2Dinv 3.54

